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TECHNICALS DATA SHEET

Serie UC

DATA SHEET CONDENSING UNIT UCHG 150 A

Test conditions Tev = -10°C
Condensing temperature +45°C, Ambient temperature +32°, Superheat 6K, Subcooling 8K (1 fan)

T.ev

MTH CODE - DESCRIPTION 02040.2 UCHG 150 A
REFRIGERANT R452A
APPLICATION MHBP
POWER SUPPLY 220-240/1~/50
EXPANSION VALVE EXPANSION
HP - LIQUID RECEIVER (Lt) 1,5 4,2
FAN (no°) - DIAMETER (mm) - Watt 1 350 0
DIMENSIONS (PxLxH ) 570 570 430
CONNECTION (IN/OUT) 5/8”-16 3/8”-10
COMPRESSOR
COMPRESSOR TYPE HERMETIC
POWER SUPPLY 220-240 /1~ /50 embracn
COMPRESSOR MANUFACTURER EMBRACO
MTH CODE - DESCRIPTION 00679 NJ9238 GK
CC; W IN AIN 32,7 2108,6 9,57
DATASHEET VENDOR
CONDENSING UNIT PERFORMANCES
Code Model Compr. HP -10°C -5°C 0°C 7,2°C
02040.2 |[UCHG 150 A NJ9238 GK 1,5 2.585W | 2956 W | 3.509W | 4363 W
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